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Mini Explosion Proof Camera System
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Key Features

STAINLESS
STEEL 316L
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- IECEx(= M| & =2l Z015) / KCs(m U et 1B
NEPSI(BERHEQIZT) / JPEx(°'E%¢%<&I§)
cEx d IIC T6 Gb, LHYBEIZE Zone 1 & 2

Ex tb IIC T85°C Db, 2XI%E Zone 21 & 22

= AISI 316L Stainless Steel / T8 A0} (Electro-polished)

= P67 YT S5

» SXRLE :25°C ~ +64°C

= AO|E OFR2 : 1714 (NPT 1/2")

= 1/2.8" Sony STARVIS CMOS

= Full HD 2M 7t 2} / High Sensitivity

= 27mm ZHX B33mme=_ZM)

= 003 Lux AMZE

= HE| H|C|Q YAl H.264 / H.265 / MIPEG
= ONVIF X| ¥

= PoE Class 3(IEEE 802.3af) X| &
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TECHNICAL SPECIFICATION B

MECHANICAL PART
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Scanning System
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Day & Night
HXA E A0
WDR
DNR
Privacy Zone
HIC|Q el
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Bitrate Control
HIC|Q AEZ|Y
SRR
A
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Remote Monitoring
HEQ3a =Z2EZ

ONVIF
Bitrate Control
HIC|@ AEZ|Y

AIS| 316L Stainless steel / 5} ¢l0f
HHZoRE
IECEx / ATEX / KCs / JPEx / NEPSI / KC
Ex d IIC T6 Gb, Zone 1 & 2
Ex tb IIIC T85°C Db, Zone 21 & 22
IP67
-25°C ~ +64°C
90%RH Ol st
120(W) x 129(H) x 92(D) mm
9F 1.8 kg
PoE Class 3(IEEE 802.3af)
1 JH4&(NPT 1/27)

1/2.8" Sony STARVIS CMOS Sensor
1945(H) x 1097(V) / 2.13 Megapixels
Progressive Scan
2.7mm Lens / F1.4 33mm#=_ZH)
D:138.0°/ H:103.0°/ V:74.4°
0.03 Lux
True Day & Night (Auto, Color, BW)
Auto / Manual(1/30 ~ 1/30,000 sec)
True WDR (On / Off)
3DNR
Off / On (4 Programmable Zone)
H.264 / H.265 / MJPEG

1920x1080, 1280x1024, 1280x960, 1280x720,
1024x768, 640x480, 320x240
1920x1080p @30fps
CBR/VBR, Network Bandwidth Control
Dual Stream : Main-stream (1080p), Sub-stream (D1)
Z|CH 10 User
Ethernet 10/100 Base-T
Web Browser (IE, Safari, Chrome, Firefox)

TCP/IP, HTTP, RTP/RTSP,UDP, DHCP, FTP,
SMTP, NTP, ARP, ICMP, DDNS, ONVIF

X (Profile-S)
CBR/VBR, Network Bandwidth Control
Dual Stream : Main-stream (1080p), Sub-stream (D1)
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TECHNICAL SPECIFICATION B

DIMENSION(MM)

110.2 83 /-NF’T 1/2"
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